STEEL POD benithem’

Specification

SINGLE POD ( RF-123-S1) SINGLE POD PLUS ( RF-123-S2))

1075

DIMENSION DIMENSION
Internal 946(W) x 870(D) x 2000mm(H) § o Internal 1121(W) x 870(D) x 2000mm(H)
External 1075(W) X 990(D) X 2300mm(H) External 1250(W) X 990(D) X 2300mm(H)
Weight 254 KG Weight 293 KG
MATERIALS MATERIALS
External Body Steel + Aluminium External Body Steel + Aluminium
External Finishing Powder Coating Dark Grey (S-009) TOP VIEW External Finishing Powder Coating Dark Grey (S-009) TOP VIEW
Internal Finishing Acoustic Panel - 9mm Internal Finishing Acoustic Panel - 9mm

- Gold (LS-10) 1075 - Gold (LS-10) 1250

- Bronze (LS-13) - Bronze (LS-13)
Floor Finishing Nylon Blanket Surface & Polyolefin Floor Finishing Nylon Blanket Surface & Polyolefin

Composite non-woven fabric (7mm) Composite non-woven fabric (7mm)
Swing Door 8mm Tempered Glass Door Swing Door 8mm Tempered Glass Door
Window Glass 10mm Tempered Glass Window Window Glass 10mm Tempered Glass Window
Door Handle Solid Wood Handle (Thai Beech) Door Handle Solid Wood Handle (Thai Beech)
Table Finishing Melamine Faced Chipboard o Table Finishing Melamine Faced Chipboard °

- 800(W) x 350(D) x 25(H) 3 - 800(W) x 350(D) x 25(H) 3 =
Table Leg - Table Leg -
Table Type Fix or Adjustable Table Type Fix or Adjustable
ELECTRIC ELECTRIC

—
Control Panel 1INT + USB (A/C) + Dimmer & Fan Control 4 Control Panel 1INT + USB (A/C) + Dimmer & Fan Control 4
FRONT VIEW

FUNCTION AND PERFORMANCE FUNCTION AND PERFORMANCE 990
Ventilation Fan DC Ventilation Fan (250mm) Ventilation Fan DC Ventilation Fan (250mm) >

(Noise 38dB(A)) (Noise 38dB(A))

(DC12V/1A Ventilation Fan with (DC12V/1A Ventilation Fan with

Power Supply (110-240VAC)) Power Supply (110-240VAC))
Lighting LED Light (870mm) Lighting LED Light (870mm)

DC12V/1A 110-240VAC DC12V/1A 110-240VAC olo

Dimmable (4000k + 500) Dimmable (4000k + 500) 25
Air Flow Intake 3 m3/min Air Flow Intake 3 m3/min
Motion Sensor PIR Motion Sensor Motion Sensor PIR Motion Sensor

DC12V/1A 110-240V DC12V/1A 110-240V

15s/45s/5min 15s/45s/5min

- [l

PACKAGING SIZE PACKAGING SIZE 1
Packaging 2170(W) X 540(D) X 1225(H) SIDEVIEW Packaging 2170(W) X 705(D) X 1225(H) SIDEVIEW
COLOR COLOR
Exterior Steel Exterior Steel

Dark Grey
(S-009)

Acoustic Panel
. s

Gold Bronze
(LS-10) (LS-13)

AIR VENTILATION FLOW

Dark Grey
(S-009)

Acoustic Panel
- -

Gold Bronze
(LS-10) (LS-13)

AIR VENTILATION FLOW



STEEL POD

Specification

DOUBLE POD ( RF-123-L )

DIMENSION

Internal 2071(W) x 1162(D) x 2000mm(H)
External 2200(W) X 1282(D) X 2300mm(H)
Weight 447 KG

MATERIALS

External Body
External Finishing
Internal Finishing

Floor Finishing
Swing Door
Window Glass
Door Handle

Table Finishing

Table Leg
Table Type

ELECTRIC

Steel + Aluminium

Powder Coating Dark Grey (S-009)
Acoustic Panel - 9mm

- Gold (LS-10)

- Bronze (LS-13)

Nylon Blanket Surface & Polyolefin
Composite non-woven fabric (7mm)
8mm Tempered Glass Door

10mm Tempered Glass Window
Solid Wood Handle (Thai Beech)
Melamine Faced Chipboard

- 900(W) x 600(D) x 25(H)

Steel with Epoxy Black Finishing
Fix

Control Panel

1INT + USB (A/C) + Dimmer & Fan Control

FUNCTION AND PERFORMANCE

Ventilation Fan

Lighting

Air Flow Intake
Motion Sensor

DC Ventilation Fan (250mm)
(Noise 38dB(A))

(DC12V/1A Ventilation Fan with
Power Supply (110-240VAC))
LED Light (870mm)
DC12V/1A 110-240VAC
Dimmable (4000k + 500)

12 m3/min

PIR Motion Sensor
DC12V/1A 110-240V
15s/45s/5min

PACKAGING SIZE

Packaging

COLOR

2170(W) X 755(D) X 1710(H)

Exterior Steel

Dark Grey
(S-009)

Acoustic Panel
. s

GE)Id ' Bronze
(LS-10) (LS-13)

TOP VIEW

2200

2300

FRONT VIEW

1282

2300

SIDE VIEW

AIR VENTILATION FLOW

MEETING POD ( RF-123-XL )

DIMENSION

Internal 2071(W) x 1912(D) x 2000mm(H)
External 2200(W) X 2032(D) X 2300mm(H)
Weight 749 KG

MATERIALS

External Body
External Finishing
Internal Finishing

Floor Finishing
Swing Door
Window Glass
Door Handle

Table Finishing

Table Leg
Table Type

ELECTRIC

Steel + Aluminium

Powder Coating Dark Grey (S-009)
Acoustic Panel - 9mm

- Gold (LS-10)

- Bronze (LS-13)

Nylon Blanket Surface & Polyolefin
Composite non-woven fabric (7mm)
8mm Tempered Glass Door

10mm Tempered Glass Window
Solid Wood Handle (Thai Beech)
Melamine Faced Chipboard

- 1300(W) x 800(D) x 25(H)

Steel with Epoxy Black Finishing
Fix

Control Panel

1INT + USB (A/C) + Dimmer & Fan Control

FUNCTION AND PERFORMANCE

Ventilation Fan

Lighting

Air Flow Intake
Motion Sensor

DC Ventilation Fan (250mm)
(Noise 38dB(A))

(DC12V/1A Ventilation Fan with
Power Supply (110-240VAC))
LED Light (870mm)

DC12V/1A 110-240VAC
Dimmable (4000k + 500)

18 m3/min

PIR Motion Sensor

DC12V/1A 110-240V

15s/45s/5min
PACKAGING SIZE
Packaging 2170(W) X 755(D) X 1710(H)
COLOR

benithem’

2032

S 5]

TOP VIEW

FRONT VIEW

SIDE VIEW

Exterior Steel

Dark Grey
(S-009)

Acoustic Panel
. -

Goldﬂ ‘ Bronze
(LS-10) (LS-13)

=\ /=

AIR VENTILATION FLOW




